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Software Version Numbers : Server V 4.5e 


DCS Server 


The DCS Server helps maintain the integrity of case information by preventing Law 
Enforce ment Agencies (LE As) from receiving unauth orized call related data and 
content. | 
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Figure 4-4: DCS Server Configuration window 

The settings and options section of this chapter are presented in the following order: 


• Server Options 

• Switch-Specific Settings 
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Using the DCS Server 


• Working in the Server Window 

• Configuring the Server 

• Configuring the Client 

• Configuring the VSELP Decoder 

• Establishing a Connection 

• Monitoring Activity 

• Storing Target Data Files 

• Shutting Down the DCS Server 
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To set up the Server for a PTT intercept: 
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Figure 4-8: DCS Client Configuration Window- PTT Settings 


Enter the Warrant Through the DCS Client 
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To remove PTT targets: 






DCS Server 


4-33 


lull 2005 





DCS Seiner 


4-34 


luly2005 








Configuring the tfSELP Decoder 
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To install the Motorola VSELP decoder driver for Windows 


1. 



samm- 



jgjgg^ 






2 



DCS Seiuer 


4-37 


July 2005 
























I Data Collection System (DCS 1 3000 User Guide . 



DCS Seiver 


lull 2005 







DCS Server 


4-45 


lull 2005 





















Monitoring Activity 


b2 

b7E 


b2 

b7E 



Message 

[Client Name] Client Connected 
[Client Name] Client Disconnected 
Switch; Offline 


Switch: Online 


Switch: Disconnected 

Logon for surveillance id ## case id 

### was successful 

[IP address] Connection toiSG 

established 

Link Config Request sent to iSG 


Explanation 


Link Config Accept Received from 
iSG 

Link Status Timeout period 


Sent Message: Informational 
Message 


Connection to iSG Established 

Logon for surveillance id ## case id 

### was successful 

Error in iSG Connection: Connection 

refused 
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Message ,1 mmanatiim 


Error in iSG connection; Software 
cased connection abort 


Server Connection to iSG is Alive 


Received VSELP packets from iSG 
NO PACKETS RECEIVED 


Received VSELP packets from iSG at 
(Server time and date) 


Routed VSELP packets to Decoder at 
(Server time and date) 


Routed VSELP packets to Decoder 
NO PACKETS ROUTED 


Sent Message: 


MOTOROLA PRIVATE CALL 
STARTED 


MOTOROLA GROUP CALL 
STARTED 
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To initialize the VSELP Decoder: 
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Shutting Down the DCS Server 

To shut down the Server: 

To remove a target from the DCS Client: 
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MultiServer Options 



Figure 5-4: DCS MultiServer Configuration Window - MultiServer Options 


Background: DCS MultiSeivor 
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Target Check 





Option 

Target Check Window 


Description 






I Data Collection System [DCS] 3000 User Guide 



Background: DCS MnltlSenrer 


July 2005 





I Data Collection Svstem (DCS) 3000 User Guide 



Background: DCS MultiServer 


lulg2005 




I Data Collection System [DCS] 3000 User Guide 



Background: DCS MuldSener 


5-10 


July 2005 





Background: DCS RlulUSeiver 


5-11 


July 2005 







[Data Collection System (DCS) 3000 User Guide 


Descriptions of the features for switch configuration, are presented in the 
following order: 

• Connection List Main Display 

• Switch Manufacturers 

• Switch-Specific Settings 
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Serial Port SettingsWindow 


b2 

b7E 


1 

Connection Type 


TCP/IP Connection 
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